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TOWN OF NORTON, MASSACHUSETTS 


ELM STREET SEWER EXTENSION AND WATER MAIN IMPROVEMENTS PROJECT 


ADDENDUM NO. 1 


To be considered as part of the contract drawings and specifications for the Elm Street Sewer 
Extension and Water Main Improvements Project. 


SPECIFICATIONS 


SECTION 01270 — MEASUREMENT & PAYMENT 


1. Insert the following after Section 1.13.B.3: 


“4. Special dewatering is anticipated within the following locations: 


a. Elm Street STA 0+00 to STA 5+00 
b. Elm Street STA 19+00 to STA 28+00 
Cc 
d 


Elm Street STA 31+50 to STA 37+00 
Miller Terrace STA 0+00 to STA 5+00” 


2. Delete Section 1.14.A.1 in its entirety and replace with the following: 


“Bituminous pavement shall be measured per linear foot, per square yard, or per ton of 
work completed and shall be paid at the contract unit prices under the subdivisions of the 
item “Pavement Replacement” as further described below.” 


3. In Section 1.14.A.3 delete reference to “ton” and replace with “linear foot”. 


4. Delete Section 1.15.A in its entirety and replace with the following: 
“A. CATCH BASIN PROTECTION: 


1. Catch basin protection shall be measured per sediment control sack installed. 


2. The unit price for catch basin protection shall include the cost of maintenance and 


repair and/or replacement of the sediment control sack for which payment has 
been made.” 


5. Delete Section 1.16.C in its entirety and replace with the following: 


“All 10-inch piping, including ductile iron sewers and valves from the inside wall of the 
wetwell to the next gravity sewer manhole, and ductile iron sewers between SMH STA0+00 
and the gravity manhole upstream from the wetwell, shall also be included under lump sum 
payment for the pump station. The station suction, discharge, and header piping shall be 
incidental to the lump sum payment for the pump station, however the force mains shall be 
measured and paid for under the contract unit price for that item. The start of force main 
limit of payment shall be at the pump station limit of work as indicated on the drawings.” 
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SECTION 01735 — CUTTING, CORING AND PATCHING 
1. Delete Section 1.02.A in its entirety and replace with the following: 
“A. SECTION 03302 — FIELD CONCRETE” 


SECTION 13410 — PROCESS CONTROL STRATEGIES 


2. Delete Section 1.02.D.2 in its entirety and replace with the following: 


“Acceptable Instrumentation and Control Suppliers Include: 
1. Harbor Controls 
2. R.E. Erickson Co, Inc. 
3. Electrical Installations, Inc. 
4. Or, equal” 


SECTION 13430 — CONTROL PANEL 


1. Delete Section 1.04.D.2 in its entirety and replace with the following: 


“Acceptable Instrumentation and Control Suppliers Include: 
3. Harbor Controls 
4. R.E. Erickson Co, Inc. 
5. Electrical Installations, Inc. 
6. Or, equal” 


SECTION 13431 — VARIABLE FREQUENCY DRIVES 
1. In Section 2.01.A.7 delete reference to 460V and replace with 208V. 
2. In Section 2.01.A.11.a.i delete reference to 460V and replace with 208V. 
3. In Section 2.01 A.11.d.A delete reference to 460V and replace with 208V. 


DRAWINGS 


CONTRACT DRAWING C100 
1. Delete profile station label for SMH STA 0+00= and replace with the following: 
“SMH STA 0+00 
INV.(IN, 8-INCH PVC)=72.45 
INV.(OUT, 10-INCH Dl)=72.35” 


CONTRACT DRAWING C106 


1. Delete contract drawing sheet C106 in its entirety and replace with the attached revised 
sheet C106. 
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CONTRACT DRAWING C500 


1. On “LOCAL STREETS PAVEMENT REPLACEMENT DETAILS”, remove reference to “2” MIN 


— 4” MAX BINDER COURSE PAVEMENT” and replace with “4” BINDER COURSE 
PAVEMENT” 


2. Insert the attached SK-1 drawing titled: “LOCAL STREETS — EAST MAIN STREET 
PAVEMENT REPLACMENTS DETAILS” 


CONTRACT DRAWING C502 


1. Delete detail for “TYPE 1: TEMPORARY TRENCH PAVEMENT” in its entirety. 
2. Delete detail for “TYPE 2: PERMANENT TRENCH PAVEMENT” in its entirety. 


CONTRACT DRAWING E100 
1. 


On Detail 2 “ONE LINE DIAGRAM” add the following conduit and wiring between the pump 
control panel and each of the VFD’s: 


“2-3/4'C ONE WITH 2C#16 TWISTED SHIELDED PAIR AND ONE WITH 8#14”. 


ATTACHMENTS 


e Revised Contract Drawing Sheet C106 


SK-1 (Sheet C500) — Local Streets —- East Main Street Pavement Replacement 
Details 


END OF ADDENDUM NO. 1 


— SEE SHEET C105 


MATCH LINE 
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4” BINDER COURSE ADDENDUM #1 
1-1/2” TOP COURSE PAVEMENT 


PAVEMENT 


TACK COAT (TYP) 


12” MINIMU 12” MINIMUM 
PAVEMENT CUTBACK PAVEMENT CUTBACK 


CONTRACTORS CONTROLLED DENSITY FILL 


ACTUAL 
EXCAVATION 


COMPACTED SELECT BACKFILL 
(SEE TRENCH DETAIL SHEET C500) 


TRENCH WIDTH PAVEMENT 
FULL SECTION 


LOCAL STREETS - EAST MAIN STREET | \Weston@)Sampson 


N.T.S. 
NOTE: 
JOINTS BETWEEN PERMANENT TRENCH PAVEMENT AND = 


EXISTING PAVEMENT SHALL BE TREATED USING INFRARED 
TREATMENT METHOD. 
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